Subpurlin or (N) 2X
Blocking Between

Sub-Purlins

| I-1/2" Clr.

\ﬁ I

By Angeles Metal

Recomendations

Full Height Mtl. Stud

Brace Perp.
to Jdolst

(E) Sub Purlins (N) 2x Blocking

6'-0" Max. 2x4
or 2-1/2" 20 Ga.
braces at 4' o.c.
alternate directions,

45°Typ.

Contlnvous top track "SLP-TRK"
Deflection Ad cmw_zmh top track

Equivalent Installed per Manf.

between sub purlins

I-1/2" Clr. B

stems or

KNﬁ

Full Height Wood Stud

Brace Parallel
to Jolst

(E) Sub Purlin or Purlin

L

L

Max. Stud Heightt and
Stud Size per Table "A"

-

Douwble 2X Top Plate
or 20 Ga. top track

2X Wood Studs
or Metal Studs
per Table

2X4 PT Plate or 20 éa.
Stl. Track, Attach Plate
to conc. per Table "A"

Concrete Slab

Wood Stud Wall

Bracket to
allow for deflection

I. Minimum partition components to be per steel and wood stud tables belon with 1/2" drynall
on both sldes. 5/8" type "X" drynall Is required for | hour fire resistive construction.

2.Minimum bracing shall consist of 2-1/2" metal studs Installed at 4' on center, 45 degrees
or less from the horizontal from top track or plate to structure above. Bracing Is required

where the horizontal span (perpendicular to the plane of the wall) Is &' or greater from
support to support. Maximum distance from top of partition to structure above Is 6'.

20'-0" Max.
6-#6 Ga. Screns
EQ. EQ. EQ. Ea. Flange Ea.
7 7 Side of w_u__omv \._.03 or Bottom Track N
I gl AN TR R
4 Plece of mwco_wy_w__ Min. 7 12" Min. |
& 4-#5 TEK Vg
in| Screns or 24" Min. Long
6-lé6d Nalil
. ° Steel Track Splice
3
.M & ®._.0b «oda Partition
ol o Wall (Con't. Track
.m or Dbl. Top Plate) @n Typlcal Nalling 16d 16" o.c.
A — 45 Degree Metal £ &-l6d @ Splice
Brace or 2x4 Stud , I A/ _ w_u o
o L f L
y] J, J,\
Alt. Bracing Detall Wood Top Plate Splice
TABLE "A"-Maximum Stud IQ_QIW Products for Poner Driven Fastners for Plate Nailing
Stud | Wood Metal Studs Size Plate Manfacture Product ICBO No.
Height | Studs 12" oc. 16" oc. Nailing Ramset/Red Head | 1500, 1600 & 1900 1634
10-0" |12x4816") 2-1/2" 25 GA | 3-1/2" 25 GA| 30" 0C.| [Gimpson Strong Tie| PHN22 Steel Plate | 4546
12'-0" |2x6@16"]| 2-1/2" 25 GA | 3-1/2" 25 GA| 2'-6" oc. PHNT2 Wood Plate
14'-0" |2x6@16"|3-1/2" 20 GA|3-1/2" 20 GA| 2'-3" oc. Remington SPI25, SP300 SP 50671
- 3-1/2" 20 GA| 6" 24 6A | 2'-3" oc. SP300, SPN300 WP
6'-0" 6" 24 GA 4" 20 6A | 2-0" oc.| [Hilki 0.45 dia w/ I" Embed. | 2388
18*-o" 4" 20 GA |51/2" 20 GA] I-9" oc. | p pins shall have a diameter of 0.145", and be of
20'-0" 5-1/2" 20 GA| 6" 20 GA | I-6" oc. | sufficlent length to provide 1" embedment Into concrete,
22'_o" S5_1/2" 18 6A | 6" 18 GA | I''3" oc.| shall be placed with 6" from plate ends and shall have
60" B 16 OA 5" 18 OA "o oc. 3/4" diameter steel nashers.

Western Metal Studs ICBO¥ 2274
Angeles Metal Systems ICBO#* 1715
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